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PERFORMANCE SPECIFICATION

CAPACITORS, FIXED, ELECTROLYTIC (NONSOLID ELECTROLYTE),
TANTALUM, ESTABLISHED RELIABILITY,

GENERAL SPECIFICATION FOR

This amendment forms a part of MIL-PRF-39006E, dated 15 January 1998, and is
approved for use by all Departments and Agencies of the Department of Defense.
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Table V. Group B inspection:  After Subgroup 1 add  4/.

Table V. Group B inspection:  After Subgroup 2 add  4/.

Table V. Group B inspection:  Add the following footnote,  4/  For Styles CLR10, CLR14 and CLR17 only.
Conformance testing for subgroups 1 and 2 to be done monthly. The grouping of four consecutive date
codes (one months production) is allowed.
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Table VI. Group C inspection:  In Subgroup 1 following (2 months) add (CLR10, CLR14 and CLR17 every
6 months.).

Custodians: Preparing activity:
Army - CR DLA - CC
Navy - EC
Air Force - 85 (Project 5910-1988)
NASA - NA

Review activities:
Army - AR
Navy - AS, MC, OS, SH
Air Force - 19, 99

AMSC N/A FSC 5910
DISTRIBUTION STATEMENT A.  Approved for public release; distribution is unlimited.
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